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the initial performance test and con-
tinuously monitored thereafter. The
owner or operator shall not conduct
the initial performance test until after
the petition has been approved by the
Administrator.

(j) The owner or operator of an af-
fected facility may conduct a repeat
performance test at any time to estab-
lish new values for the operating pa-
rameters. The Administrator may re-
quest a repeat performance test at any
time.

§ 60.57c Monitoring requirements.
(a) The owner or operator of an af-

fected facility shall install, calibrate
(to manufacturers’ specifications),
maintain, and operate devices (or es-
tablish methods) for monitoring the
applicable maximum and minimum op-
erating parameters listed in Table 3 of
this subpart such that these devices (or
methods) measure and record values
for these operating parameters at the
frequencies indicated in Table 3 of this
subpart at all times except during peri-
ods of startup and shutdown.

(b) The owner or operator of an af-
fected facility shall install, calibrate
(to manufacturers’ specifications),
maintain, and operate a device or
method for measuring the use of the
bypass stack including date, time, and
duration.

(c) The owner or operator of an af-
fected facility using something other
than a dry scrubber followed by a fab-
ric filter, a wet scrubber, or a dry
scrubber followed by a fabric filter and
a wet scrubber to comply with the
emission limits under § 60.52c shall in-
stall, calibrate (to the manufacturers’
specifications), maintain, and operate
the equipment necessary to monitor
the site-specific operating parameters
developed pursuant to § 60.56c(i).

(d) The owner or operator of an af-
fected facility shall obtain monitoring
data at all times during HMIWI oper-
ation except during periods of moni-
toring equipment malfunction, calibra-
tion, or repair. At a minimum, valid
monitoring data shall be obtained for
75 percent of the operating hours per
day and for 90 percent of the operating
days per calendar quarter that the af-
fected facility is combusting hospital
waste and/or medical/infectious waste.

§ 60.58c Reporting and recordkeeping
requirements.

(a) The owner or operator of an af-
fected facility shall submit notifica-
tions, as provided by § 60.7. In addition,
the owner or operator shall submit the
following information:

(1) Prior to commencement of con-
struction;

(i) A statement of intent to con-
struct;

(ii) The anticipated date of com-
mencement of construction; and

(iii) All documentation produced as a
result of the siting requirements of
§ 60.54c.

(2) Prior to initial startup;
(i) The type(s) of waste to be com-

busted;
(ii) The maximum design waste burn-

ing capacity;
(iii) The anticipated maximum

charge rate; and
(iv) If applicable, the petition for

site-specific operating parameters
under § 60.56c(i).

(b) The owner or operator of an af-
fected facility shall maintain the fol-
lowing information (as applicable) for a
period of at least 5 years:

(1) Calendar date of each record;
(2) Records of the following data:
(i) Concentrations of any pollutant

listed in § 60.52c or measurements of
opacity as determined by the contin-
uous emission monitoring system (if
applicable);

(ii) Results of fugitive emissions (by
EPA Reference Method 22) tests, if ap-
plicable;

(iii) HMIWI charge dates, times, and
weights and hourly charge rates;

(iv) Fabric filter inlet temperatures
during each minute of operation, as ap-
plicable;

(v) Amount and type of dioxin/furan
sorbent used during each hour of oper-
ation, as applicable;

(vi) Amount and type of Hg sorbent
used during each hour of operation, as
applicable;

(vii) Amount and type of HCl sorbent
used during each hour of operation, as
applicable;

(viii) Secondary chamber tempera-
tures recorded during each minute of
operation;
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